

49-480.fm Page 1 Wednesday, May 3, 2000 2:40 PM 





RadioShack 




Dual Electronic Siren 




Cat. No. 49-480 




Your RadioShack Dual Electronic Siren is a weather- 
proof, simple-to-install 12-volt DC warning device. You 
can connect this siren to your burglar and fire alarm so it 
creates a rise-fall sound (for use with a burglar alarm) 
and an audible fire alarm signal (for use with a fire alarm). 
You can connect the siren to residential or mobile alarm 
systems. 

Important: Sale and use of sirens for mobile applications 
is prohibited in California and certain other states. Check 
local regulations before installing this siren. 

This siren complies with State of California regulations re- 
quiring that temporal audible fire alarm signals be provid- 
ed when a fire alarm system is used for total evacuation 
of occupants. 

All fire alarm systems installed in the State of California 
must comply with these regulations. If you are not sure if 
your state requires that your fire alarm system comply 
with these regulations, consult your state’s fire regulatory 
authority. 


INSTALLATION 

Because your siren is weatherproof, you can install it out- 
doors. However, do not position the siren with its horn 
pointed up so it collects and retains moisture. In a mobile 
installation, be sure the siren is not mounted so rain is 
forced into the horn when the vehicle is moving. Also, do 
not mount the siren directly above any heating vents. 


MOUNTING THE SIREN 

The siren’s adjustable mounting bracket lets you mount 
and position it as necessary. Follow these steps to mount 
the siren. 

1 . Select a mounting location near your alarm system 
and use the supplied mounting bracket as a template 
to mark the mounting screw locations on the wall. 

2. Drill a hole at each marked location. 

3. Hold the mounting bracket against the wall, thread a 
mounting screw (not supplied) into each hole, then 
tighten the screws. 

4. Align the siren and the mounting bracket as shown 
here, then insert the supplied mounting bolt into the 
screw holes, attach the supplied washer and nut, 
then use your fingers to tighten the nut. 


(illus - show alarm and mounting 
bracket with screw being inserted) 


5. Adjust the siren to the desired angle, then use a nut 
driver to tighten the nut against the mounting bolt to 
secure the siren. 


CONNECTING THE SIREN TO YOUR 
ALARM SYSTEM 

Note: Use the wire size recommended by your alarm sys- 
tem’s manufacturer to make the connections. If a wire 
size is not recommended, you might be able to use wire 
such as RadioShack Cat. No. 278-863 (not supplied) to 
make the connections. 

1 . Connect the siren’s black wire to your alarm system’s 
negative (-) 12-volt DC power terminal. 

2. To set up the siren so it sounds a rise-fall sound (for 
use with a burglar alarm), connect the siren’s red wire 
to your alarm system’s positive (+) 12-volt DC power 
terminal. 

To set up the siren so it sounds an audible fire alarm 
signal (for use with a fire alarm), connect the siren’s 
green wire to your alarm system’s positive (+) 12-volt 
DC power terminal. 

(illus - show burglar alarm 
hookup) 


(illus - show fire alarm 
hookup) 


If your alarm system provides separate positive (h-) termi- 
nal outputs for different alarm types, you can connect the 
siren to both of these types of outputs. 
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CARE AND MAINTENANCE 

Your RadioShack Dual Electronic Siren is an example 
of superior design and craftsmanship. The following 
suggestions will help you care for your siren so it will 
serve you for years. 

Use and store the siren only in normal tem- 
perature environments. Temperature ex- 
tremes can shorten the life of electronic 
devices and distort or melt plastic parts. 

Handle the siren gently and carefully. Drop- 
ping it can damage circuit boards and cases 
and can cause the siren to work improperly. 

Wipe the siren with a damp cloth occasion- 
ally to keep it looking new. Do not use harsh 
chemicals, cleaning solvents, or strong de- 
tergents to clean the siren. 

Modifying or tampering with the siren’s internal compo- 
nents can cause a malfunction and might invalidate its 
warranty. If your siren is not performing as it should, 
take it to your local RadioShack store for assistance. 


SPECIFICATIONS 


Speaker Horn: 


Construction Material . 
Diameter 

ABS Plastic 

5 Inches 

(12.7 cm) 

Nominal Impedance 

8 Ohms 

Operating Voltage 

9 to 18.5 Volts DC 

(12 Volts Nominal) 

Current Drain: 

Burglar Alarm 

Fire Alarm 

550 mA Maximum 

600 mA Maximum 

Tone: 

Burglar Alarm 

Fire Alarm 

Rise/Fall 

Temporal 3 

Output Level: 

Burglar Alarm 

Fire Alarm 

105 + 5 dB at 1 Meter 

1 07 + 5 dB at 1 Meter 

Dimensions (HWD) 

6 X 5 X 6V2 Inches 

(15.2x12.7x16cm) 

Weight 

1 lb 2 oz 

(436 g) 

Specifications are typical; Individual units might vary. 
Specifications are subject to change and Improvement 
without notice. 





Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workmanship under normai use for ninety (90) days 
from the date of purchase from RadioShack company-owned stores and authorized RadioShack franchisees and deaiers. EXCEPT AS PRO- 
ViDED HEREiN, RadioShack MAKES NO EXPRESS WARRANTiES AND ANY iMPLiED WARRANTiES, iNCLUDiNG THOSE OF MER- 
CHANTABiLiTY AND FiTNESS FOR A PARTiCULAR PURPOSE, ARE LiMiTED iN DURATiON TO THE DURATiON OF THE WRiTTEN 
LiMiTED WARRANTiES CONTAiNED HEREiN. EXCEPT AS PROViDED HEREiN, RadioShack SHALL HAVE NO LiABiLiTY OR RESPONSi- 
BiLiTY TO CUSTOMER OR ANY OTHER PERSON OR ENTiTY WiTH RESPECT TO ANY LiABiLiTY, LOSS OR DAMAGE CAUSED Di- 
RECTLY OR iNDiRECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR ARiSiNG OUT OF ANY BREACH OF THiS WARRANTY, 
iNCLUDiNG, BUT NOT LiMiTED TO, ANY DAMAGES RESULTiNG FROM iNCONVENiENCE, LOSS OF TiME, DATA, PROPERTY, REVE- 
NUE, OR PROFiT OR ANY iNDiRECT, SPECiAL, iNCiDENTAL, OR CONSEOUENTiAL DAMAGES, EVEN iF RadioShack HAS BEEN AD- 
ViSED OF THE POSSiBiLiTY OF SUCH DAMAGES. 

Some states do not aiiow the iimitations on how iong an impiied warranty iasts or the exciusion of incidentai or consequentiai damages, so the 
above iimitations or exciusions may not appiy to you. 

in the event of a product defect during the warranty period, take the product and the RadioShack saies receipt as proof of purchase date to any 
RadioShack store. RadioShack wiii, at its option, uniess otherwise provided by iaw: (a) correct the defect by product repair without charge for 
parts and iabor; (b) repiace the product with one of the same or simiiar design; or (c) refund the purchase price. Aii repiaced parts and products, 
and products on which a refund is made, become the property of RadioShack. New or reconditioned parts and products may be used in the per- 
formance of warranty service. Repaired or repiaced parts and products are warranted for the remainder of the original warranty period. You wiii 
be charged for repair or replacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of God, abuse, accident, misuse, improper or abnormal us- 
age, failure to follow instructions, improper installation or maintenance, alteration, lightning or other incidence of excess voltage or current; (b) 
any repairs other than those provided by a RadioShack Authorized Service Facility; (c) consumables such as fuses or batteries; (d) cosmetic 
damage; (e) transportation, shipping or insurance costs; or (f) costs of product removal, installation, set-up service adjustment or reinstallation. 
This warranty gives you specific legal rights, and you may also have other rights which vary from state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 
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